








Accessories

accessories
Air-Cooled Cold Weather Kit

Model Description Contents

5634 For air-cooled units mfg prior to 4/08 Battery wrap with internal thermostat

5635 For air-cooled units mfg after 4/08 Battery wrap with internal thermostat

Liquid-Cooled Cold Weather Kit

Model Description Contents

5629 For 1.6L engines 28” Battery warmer w/oil filter

5630 For 2.4L engines 28"  Battery warmer, zip ties, thermostat

5631 For 4.2L engines 44"  Battery warmer, zip ties, thermostat

5632 For 3.0, 4.6, 6.8 & 7.0L direct drive units 44"  Battery warmer, zip ties, thermostat

5633 For 6.8L gear drive units 44"  Battery warmer, zip ties, thermostat & gear oil

Liquid-Cooled Extreme Cold Weather Kit

Model Description Contents
Use with cold
weather kit #

5615
18 kW (3600 rpm), 20, 25, 
30 kW (1.6L)

Block heater & mounting hardware 5629

5616 25 kW (1800 rpm), 45 kW (2.4L) Block heater & mounting hardware 5630

5618 35 & 45 kW - both 1800 RPM (4.2L) Block heater & mounting hardware 5631

5617 60 kW (3.0L) Block heater & mounting hardware 5632

5619 80 kW (4.6L) Block heater & mounting hardware 5633

5620 70, 100, 130 kW (6.8L) Block heater & mounting hardware 5634

5667 150 kW (6.8L) Block heater & mounting hardware 5635

Load Management Options

Model Description Contents Use with

5239 PowerMaster load shedding device PowerMaster 60 kW & below

5621 Auxiliary transfer switch contact kit Contact, screws & washers R-style switch

Miscellaneous

Model Description 

5651 Base plug for all liquid-cooled models

5652 Base plug for all air-cooled models mfg prior to 4/08

5654 Grey paint kit – Units mfg prior to 4/08

5653 Tan paint kit – Units mfg prior 4/08

5703 Bisque paint kit – Units mfg after 4/08

5704 Medium grey paint kit – Units mfg after 4/08

5685 Air-cooled generator transport cart

5666 Fascia for air-cooled units mfg after 4/08

Air-Cooled Remote Monitoring Options*

Model Description

5636 Remote wireless monitor

Liquid-Cooled Remote Monitoring Options  
70 kW and above

Model Description

5464 Remote annunciator panel with 8 relays

5465
Remote annunciator panel without LEDs 
and keypad (relays only)

5466 Remote annunciator panel without relays

Air-Cooled Scheduled Maintenance Kit

Model Description

5661 7 kW, 410 cc kit

5662 8 kW, 410 cc kit

5663 10 kW, 530 cc kit

5664
12,13, 14,15, 16 kW, 17 & 18 kW, 
760/990cc kit

5665 20 kW, 999 cc kit

Liquid-Cooled Scheduled Maintenance Kit

Model Description

5655
18 kW low speed aluminum, 20, 25 &  
30 kW steel, 3600 RPM units, 1.6L units

5656
25 kW low speed aluminum & 45 kW 
steel, 3600 RPM units, 2.4L units

5657 60 kW unit, 3.0L units

5658
35 & 45 kW low speed, aluminum, 
4.2L units

5659 80 kW, 4.6L kit units

5660 70, 100, 130, 150 kW, 6.8L units

Remote Wireless Monitor for  
Air-Cooled Generators
Add efficiency by allowing for remote 
viewing of generator status and 
parameters from inside the home.

Scheduled 
Maintenance Kits
A scheduled maintenance 
program will ensure that your 
system is always in top operating 
condition and that your warranty 
requirements are met. Generac 
offers a comprehensive line of 
scheduled maintenance kits to ensure long life and top 
performance of your generator system.

Cold Weather Kit
The cold weather kits are 
recommended for areas where the 
temperature drops below 30° F.

Fascia for Air-Cooled Units 
Complement the contoured enclosure with a fascia base wrap 
that snaps together around the bottom of the generator. Fits 
air-cooled generators manufactured after April 2008 that have 
the contoured body wrap style. Fascia continues the sleek, 
contoured appearance as well as offering 
protection from rodents and insects by 
covering the lifting holes located  
in the base. Available in grey 
only. Standard on  
20 kW air-cooled model.

Air-Cooled Generator Transport Cart
Moving a 400 lb generator can be 
hard work. The Generator Transport 
Cart will assist with moving the 
generator from the truck to the 
planned installation site. Allows for 
a single person to easily maneuver 
any air-cooled product to the desired 
installation location.
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* For use with 10-20 kW air-cooled generators manufactured after April 2008.
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Product Specifications

transfer switches

Air-Cooled
 Model 05526 05528 05530 05531 05532 05533

 Rated Power (LPG/NG) 8/7 kW 10/9 kW 14/13 kW 17/16 kW 17/16 kW 20/18 kW

 Voltage (Single-Phase) 120/240V 120/240V 120/240V 120/240V 120/240V 120/240V

 Amps @ 120/240V LPG 66.6/33.3 83.3/41.6 116.6/58.3 141.6/70.8 141.6/70.8 166.6/83.3

 Amps @ 120/240V NG 58.3/29.2 75/37.5 108.3/54.2 133.3/66.6 133.3/66.6 150/75

 Engine/Alternator RPM 3600/3600 3600/3600 3600/3600 3600/3600 3600/3600 3600/3600

 Engine OHVI / 410cc OHVI / 530cc OHVI / 992cc OHVI / 992cc OHVI / 992cc OHVI / 999cc

 Fuel Consumption LPG 54 (1.47) 70 (1.93) 80 (2.18) 92 (2.51) 92 (2.51) 103.5 (2.85)

 Fuel Consumption NG 119 156 220 245 245 262

 Quiet-Test Low Speed Exercise No No No Yes Yes Yes

 db(A) at Exercise 62 63 66 60 60 60

 db(A) at Normal Operating Load 62 63 66 66 66 66

 Enclosure Steel Steel Steel Steel Aluminum Aluminum

 Enclosure Color Bisque Bisque Bisque Bisque Gray Gray

 Dimensions (L” x W” x H”) 48 x 24 x 28.25 48 x 24 x 28.25 48 x 24 x 28.25 48 x 24 x 28.25 48 x 24 x 28.25 48 x 24 x 28.25

 Generator Weight (lbs.) 336 375 425.5 445 414 451

 Model RTSD100A1 RTSF100A1 RTSH100A1 RTSP100A1 RTSW100A1 RTSS200A3 
Load Shedding

5447
EZ Transfer Operator

5488
GenReady

5499
GenReady w/ EZ 
Transfer Operator

 Amp Rating 100 100 100 100 100 200 N/A 200/125 200/125

 Number of Circuits 8 10 12 14 16 16 Priority N/A 40 40

 Breakers
1 x 30 Amp, 2 pole
1 x 20 Amp, 1 pole
5 x 15 Amp, 1 pole

1 x 30 Amp, 2 pole
1 x 20 Amp, 2 pole
3 x 20 Amp, 1 pole
3 x 15 Amp, 1 pole

1 x 40 Amp, 2 pole
1 x 30 Amp, 2 pole
3 x 20 Amp, 1 pole
5 x 15 Amp, 1 pole

1 x 50 Amp, 2 pole
1 x 40 Amp, 2 pole
1 x 20 Amp, 2 pole
4 x 20 Amp, 1 pole
4 x 15 Amp, 1 pole

1 x 50 Amp, 2 pole
1 x 40 Amp, 2 pole
1 x 20 Amp, 2 pole
5 x 20 Amp, 1 pole
5 x 15 Amp, 1 pole

1 x 50 Amp, 2 pole
1 x 40 Amp, 2 pole
1 x 20 Amp, 2 pole
5 x 20 Amp, 1 pole
5 x 15 Amp, 1 pole

N/A N/A N/A

 Load Transition Type Open Open Open Open Open Open Open N/A Open

 Voltage 120/240 120/240 120/240 120/240 120/240 120/240 N/A 120/240 120/240

 Phase Single Single Single Single Single Single N/A Single Single

 Enclosure Type NEMA 1 NEMA 1 NEMA 1 NEMA 1 NEMA 1 NEMA 1R, 3R N/A NEMA 1 NEMA 1
 Dimensions (H” x W” x D”) 29.5 x 12.1 x 6.8 29.5 x 12.1 x 6.8 29.5 x 12.1 x 6.8 29.5 x 12.1 x 6.8 29.5 x 12.1 x 6.8 42.5 x 21 x 8.25 N/A 42 x 15 x 4 42 x 15 x 4

 Weight (lbs) 62 72 76 78 80 80 3.5 45.5 49

 Model RTSN100A3 RTSE100A3 RTSN100G3 RTSN100K3 RTSN100J3 RTSN200A3 RTSE200A3 RTSN200G3 RTSN200J3 RTSN200K3 RTSN400A3 RTSE400A3 RTSN400G3 RTSN400J3

 Amp Rating 100 100 100 100 100 200 200 200 200 200 400 400 400 400

 Load Transition Type Open
Open w/ 
Service 

Disconnect
Open Open Open Open

Open w/ 
Service 

Disconnect
Open Open Open Open

Open w/ 
Service 

Disconnect
Open Open

 Voltage 120/240 120/240 120/208 277/480 120/240 120/240 120/240 120/208 120/240 277/480 120/240 120/240 120/208 120/240
 Phase Single Single Three Three Three Single Single Three Three Three Single Single Three Three
 Enclosure Type NEMA 3R NEMA 3R NEMA 3R NEMA 3R NEMA 3R NEMA 3R NEMA 3R NEMA 3R NEMA 3R NEMA 3R NEMA 3R NEMA 3R NEMA 3R NEMA 3R
 Dimensions   
 (H” x W” x D”)

20 x 15.2 x 7.3 20 x 15.2 x 7.3 24 x 20.5 x 7.3
36 x 24.5 x 

10.2
24 x 20.5 x 7.3 20 x 15 x 7.3 30 x 16.5 x 7.3 24 x 20.5 x 7.3 24 x 20.5 x 7.3

48 x 30.6 x 
13.3

36.1 x 24.4 x 
10.2

40 x 31 x 10.5
36.1 x 24.4 x 

10.2
36.1 x 24.4 x 

10.2
 Weight (lbs) 35 52 49 95 95 35 58 49 49 105 88 134 107 107

 Model HTSN100A HTSN100G HTSN100J HTSN100K HTSN150A HTSN150G HTSN150K HTSN200A HTSN200G HTSN200J HTSN200K HTSN300A HTSN300G HTSN300J HTSN300K
 Amp Rating 100 100 100 100 150 150 150 200 200 200 200 300 300 300 300

 Load Transition Type Open Open Open Open Open Open Open Open Open Open Open Open Open Open Open

 Voltage 120/240 120/208 120/240 277/480 120/240 120/208 277/480 120/240 120/208 120/240 277/480 120/240 120/208 120/240 277/480
 Phase Single Three Three Three Single Three Three Single Three Three Three Single Three Three Three
 Enclosure Type NEMA 1/3R NEMA 1/3R NEMA 1/3R NEMA 1/3R NEMA 1/3R NEMA 1/3R NEMA 1/3R NEMA 1/3R NEMA 1/3R NEMA 1/3R NEMA 1/3R NEMA 1/3R NEMA 1/3R NEMA 1/3R NEMA 1/3R
 Dimensions  
 (H” x W” x D”) 

36 x 24 x 10 36 x 24 x 10 36 x 24 x 10 36 x 24 x 10 36 x 24 x 10 36 x 24 x 10 36 x 24 x 10 36 x 24 x 10 36 x 24 x 10 36 x 24 x 10 48 x 30 x 12 36 x 24 x 10 36 x 24 x 10 36 x 24 x 10 48 x 30 x 12

 Weight (lbs)  
 NEMA 1 /  NEMA 3R

86 / 112 86 / 112 86/112 105 / 131 86 / 112 89 / 115 105 / 131 86 / 112 89 / 115 89 / 115 105 / 131 101 / 127 108 / 134 108 / 134 124 / 150

 Model HTSN400A HTSN400G HTSN400J HTSN400K HTSN600A HTSN600G HTSN600J HTSN600K HTSN800A HTSN800G HTSN800K

 Amp Rating 400 400 400 400 600 600 600 600 800 800 800

 Load Transition Type Open Transition Open Transition Open Transition Open Transition Open Transition Open Transition Open Transition Open Transition Open Transition Open Transition Open Transition

 Voltage 120/240 120/208 120/240 277/480 120/240 120/208 120/240 277/480 120/240 120/208 277/480

 Phase Single Three Three Three Single Three Three Three Single Three Three

 Enclosure Type NEMA 1/3R NEMA 1/3R NEMA 1/3R NEMA 1/3R NEMA 12/3R NEMA 12/3R NEMA 12/3R NEMA 12/3R NEMA 12/3R NEMA 12/3R NEMA 12/3R
 Dimensions  
 (H” x W” x D”) 

36 x 24 x 10 36 x 24 x 10 36 x 24 x 10 48 x 30 x 12 60 x 36 x 20 60 x 36 x 20 60 x 36 x 20 60 x 36 x 20 60 x 36 x 20 60 x 36 x 20 60 x 36 x 20

 Weight (lbs)  
 NEMA 1 / NEMA 3R 101 / 127 101 / 127 101 / 127 124 / 150 N/A N/A N/A N/A N/A N/A N/A
 Weight (lbs)  
 NEMA 12 / NEMA 3R

N/A N/A N/A N/A 650 / 650 650 / 650 650/650 650 / 650 680 / 680 680 / 680 680 / 680
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Series GP1800 GP3250 GP5500 GP6500 GP7000 GP7000E GP8000 GP8000E ULTRA SOURCE ULTRA SOURCE XP8000E

Model # 5723 5724 5736 5623 5625 5626 5680 5681 4582 4583 5606

Running Watts 1800 Watts 3250 Watts 5500 Watts 6500 Watts 7000 Watts 7000 Watts 8000 Watts 8000 Watts 15000 Watts 17500 Watts 8000 Watts

Starting Watts 2050 Watts 3750 Watts 6875 Watts 8000 Watts 8750 Watts 8750 Watts 10000 Watts 10000 Watts 22500 Watts 26250 Watts 12000 Watts

Engine Size and Type 163cc OHV 206cc OHV 389cc OHV 389cc OHV Generac 410cc OHVI Generac 410cc OHVI Generac 410cc OHVI Generac 410cc OHVI Generac 992cc OHVI Generac 992cc OHVI Generac 410cc OHVI

Pressure Lube w/Filter No No No No Yes Yes Yes Yes Yes Yes Yes

Starting Method Recoil Recoil Recoil Recoil Recoil Electric/Recoil Recoil Electric/Recoil Electric Electric Electric/Recoil

Battery Included N/A N/A n/a N/A N/A Yes N/A Yes Yes Yes Yes

Covered Outlets No No No No No No No No No No Yes

Outlets 2x5-20R 4x5-20R 4x5-20R 
1x14-30R

4x5-20R        
1xL14-30R

4x5-20R         
 1xL14-30R

4x5-20R        
  1xL14-30R

4x5-20R         
 1xL14-30R

4x5-20R         
 1xL14-30R

2x5-20R
GFCI 2x5-20R

 2xL5-30R 
1xL14-30R
1x14-50R               

1x10A 12Vdc

2x5-20R
GFCI 2x5-20R

2xL5-30R 
1xL14-30R 
1x14-50R               

1x10A 12Vdc

GFCI 4x5-20R       
1xL14-30R

Hour Meter w/ Maintenance Resets No No Yes Yes Yes Yes Yes Yes No No Yes

Low-Oil Shutdown Low Level Low Level Low Level Low Level Low Pressure Low Pressure Low Pressure Low Pressure Low Pressure Low Pressure Low Pressure

Fuel Tank Type and Size Steel, 4.0 Gal Steel, 4.0 Gal Steel, 6.6 Gal Steel, 6.6 Gal Steel, 8.0 Gal Steel, 8.0 Gal Steel, 8.0 Gal Steel, 8.0 Gal Resin, 16.0 Gal Resin, 16.0 Gal Steel, 8.0 Gal

Run Time at 50% 14 Hours 13.5 Hours 9 Hours 9 Hours 11 Hours 11 Hours 8 Hours 8 Hours 10 Hours 10 Hours 8 Hours

Cord Set Included No No Mp No No No No No No 15’ 50A† 25’ 30A

Handles Folding Folding Fold Down/Locking Fold Down/Locking Fold Down/Locking Fold Down/Locking Fold Down/Locking Fold Down/Locking Fixed, D-Style Fixed, D-Style Fold Down/Locking

First Oil Included Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes

Maintenance Kit Included No No No No No No No No Yes Yes Yes

Emission Certified 49 States 49 States1 49 States 49 States 49 States 49 States 50 States 50 States 49 States1

CSA Certified Models Available Jan 2008 Available Jan 2008 Available Dec 2008 Yes Yes N/A N/A Yes No No Yes

Warranty 2 Year Limited 2 Year Limited 2 Year Limited 2 Year Limited 2 Year Limited 2 Year Limited 2 Year Limited 2 Year Limited 2 Year Limited 2 Year Limited 3 Year Limited

Dimensions (L” x W” x H”) 23.5 x 17 x 17.5 25.5 x 21 x 19 33.5 x 26.5 x 27.5 33.5 x 26.5 x 27.5 33.5 x 26.5 x 27.5 33.5 x 26.5 x 27.5 33.5 x 26.5 x 27.5 33.5 x 26.5 x 27.5 48.5 x 30.75 x 38.5 48.5 x 30.75 x 38.5 32.5 x 26 x 29

Product Weight 90.5 101.5 185 185 190 195 200 205 375 400 255

1 California models available October ‘08

Liquid-Cooled
 Series QT02224 QT02516 QT02524 QT02724 QT03016 QT03542 QT03624 QT04524* QT04542* QT04842* QT06024 QT06030 QT07068 QT08046 QT10068* QT13068 QT15068

 Rated Power LP 22 kW 25 kW 25 kW 27 kW 30 kW 35 kW 36 kW 45 kW 45 kW 48 kW 60 kW 60 kW 70 kW 80 kW 100 kW 130 kW 150 kW

 Rated Power NG 22 kW 24 kW 24 kW 25 kW 29 kW 35 kW 35 kW 45 kW 42 kW 45 kW 60 kW 60 kW 68 kW 78 kW 97 kW 130 kW 150 kW

 Amps @ 240V, 1 Ø LP 91.6 104.2 104.2 112.5 120.8 146 150 187.5 187.5 200 250 250 291.6 333.3 416.6 541.6 625

 Amps @ 208V, 3 Ø LP 76 86.8 86.8 94 104.2 121.5 125 156.3 156.3 167 208.4 208.4 243.1 277.9 347.3 451.5 521

 Amps @ 240V, 3 Ø LP1 N/A N/A N/A N/A N/A 105.3 108 135.4 135.4 144 180.6 180.6 210.7 240.8 301 391.3 451.5

 Amps @ 480V, 3 Ø LP N/A N/A N/A N/A N/A 52.6 54 67.7 67.7 72 90.3 90.3 105.3 120.4 150.5 195.6 225.7

 Engine/Alternator RPM 1800/1800 3600/3600 1800/1800 1800/1800 3600/3600 1800/1800 1800/1800 3600/3600 1800/1800 1800/1800 3600/3600 3600/3600 1800/1800 3600/3600 2300/1800 3000/1800 3600/3600

 Engine Size 2.4L 1.6L 2.4L 2.4L 1.6L 4.2L 2.4L 2.4L 4.2L 4.2L 2.4L 3.0L 6.8L 4.6L 6.8L 6.8L 6.8L

 Cylinder Arrangement In-line 4  In-line 4  In-line 4 In-line 4  In-line 4 V-6 In-line 4 In-line 4 V-6 V-6 In-line 4 V-6 V-10 V-8 V-10 V-10 V-10

 Fuel Consumption LPG 120 (3.3) 175 (4.81) 142 (3.91) 149 (4.1) 209 (5.7) 185.5 (5.1) 199 (5.4) 286 (7.86) 240.1 (6.6) 261 (7.2) 332 (9.0) 381.3 (10.48) 411 (11.3) 465 (12.78) 507 (13.9) 719.8 (19.56) 830.6 (22.6)

 Fuel Consumption NG 316 437 375 359 525 485 480 720 630 661 862 960 1020 1154 1260 1786 2061

 Quiet-Test Low Speed Mode Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes

 db(A) at Exercise 61 62 54 61 62 60 58 61 60 60 63 63 61 64 61 65 66

 db(A) at Normal Operating Load 70 74 60 70 75 65 64 73 65 65 71 71 65 74 72 75 79

 Transfer Switch Type Needed RTS RTS RTS RTS RTS RTS RTS RTS RTS RTS RTS RTS HTS HTS HTS HTS HTS

 Enclosure Material Aluminum Steel Aluminum Aluminum Steel Aluminum Aluminum Steel Aluminum Aluminum Steel or Alum Steel or Alum Steel or Alum Steel or Alum Steel or Alum Steel or Alum Steel or Alum

 Enclosure Color Gray Bisque Gray Gray Bisque Bisque Bisque Bisque Gray Gray Tan Tan Tan Tan Tan Tan Tan

 Dimensions (L” x W” x H”) 62.2 x 29 x 33.5 62.2 x 29 x 33.5 62.2 x 29 x 33.5 62.2 x 29 x 33.5 62.2 x 29 x 33.5 77 x 33.5 x 45 77 x 33.5 x 45 77 x 33.5 x 45 77 x 33.5 x 45 77 x 33.5 x 45 89 x 34 x 48 90 x 33.5 x 48** 96.5 x 37 x 48 116 x 37 x 55** 116 x 37 x 55** 116 x 37 x 55** 116 x 37 x 55**

 Generator Weight Steel (lbs.) N/A 875 N/A N/A 935 N/A N/A 1414/14642 N/A N/A 1650 1650 2185 2010 2705/27552 2873 2666

 Generator Weight Aluminum (lbs.) 843 N/A 1276 891 N/A 1683 1683 N/A 1703/17532 1740/17902 1650 1513 2040 1836 2531/25812 2699 2492 

* California emission compliant model. Must specify with “Y” at end of typecode when ordered.
** Height does not include measurement of exhaust stack(s).
*** All specifications subject to change without notice.

1 Consult factory for availability
2 California emission compliant model weight

Product Specifications
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Series GP1800 GP3250 GP5500 GP6500 GP7000 GP7000E GP8000 GP8000E ULTRA SOURCE ULTRA SOURCE XP8000E

Model # 5723 5724 5736 5623 5625 5626 5680 5681 4582 4583 5606

Running Watts 1800 Watts 3250 Watts 5500 Watts 6500 Watts 7000 Watts 7000 Watts 8000 Watts 8000 Watts 15000 Watts 17500 Watts 8000 Watts

Starting Watts 2050 Watts 3750 Watts 6875 Watts 8000 Watts 8750 Watts 8750 Watts 10000 Watts 10000 Watts 22500 Watts 26250 Watts 12000 Watts

Engine Size and Type 163cc OHV 206cc OHV 389cc OHV 389cc OHV Generac 410cc OHVI Generac 410cc OHVI Generac 410cc OHVI Generac 410cc OHVI Generac 992cc OHVI Generac 992cc OHVI Generac 410cc OHVI

Pressure Lube w/Filter No No No No Yes Yes Yes Yes Yes Yes Yes

Starting Method Recoil Recoil Recoil Recoil Recoil Electric/Recoil Recoil Electric/Recoil Electric Electric Electric/Recoil

Battery Included N/A N/A n/a N/A N/A Yes N/A Yes Yes Yes Yes

Covered Outlets No No No No No No No No No No Yes

Outlets 2x5-20R 4x5-20R 4x5-20R 
1x14-30R

4x5-20R        
1xL14-30R

4x5-20R         
 1xL14-30R

4x5-20R        
  1xL14-30R

4x5-20R         
 1xL14-30R

4x5-20R         
 1xL14-30R

2x5-20R
GFCI 2x5-20R

 2xL5-30R 
1xL14-30R
1x14-50R               

1x10A 12Vdc

2x5-20R
GFCI 2x5-20R

2xL5-30R 
1xL14-30R 
1x14-50R               

1x10A 12Vdc

GFCI 4x5-20R       
1xL14-30R

Hour Meter w/ Maintenance Resets No No Yes Yes Yes Yes Yes Yes No No Yes

Low-Oil Shutdown Low Level Low Level Low Level Low Level Low Pressure Low Pressure Low Pressure Low Pressure Low Pressure Low Pressure Low Pressure

Fuel Tank Type and Size Steel, 4.0 Gal Steel, 4.0 Gal Steel, 6.6 Gal Steel, 6.6 Gal Steel, 8.0 Gal Steel, 8.0 Gal Steel, 8.0 Gal Steel, 8.0 Gal Resin, 16.0 Gal Resin, 16.0 Gal Steel, 8.0 Gal

Run Time at 50% 14 Hours 13.5 Hours 9 Hours 9 Hours 11 Hours 11 Hours 8 Hours 8 Hours 10 Hours 10 Hours 8 Hours

Cord Set Included No No Mp No No No No No No 15’ 50A† 25’ 30A

Handles Folding Folding Fold Down/Locking Fold Down/Locking Fold Down/Locking Fold Down/Locking Fold Down/Locking Fold Down/Locking Fixed, D-Style Fixed, D-Style Fold Down/Locking

First Oil Included Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes

Maintenance Kit Included No No No No No No No No Yes Yes Yes

Emission Certified 49 States 49 States1 49 States 49 States 49 States 49 States 50 States 50 States 49 States1

CSA Certified Models Available Jan 2008 Available Jan 2008 Available Dec 2008 Yes Yes N/A N/A Yes No No Yes

Warranty 2 Year Limited 2 Year Limited 2 Year Limited 2 Year Limited 2 Year Limited 2 Year Limited 2 Year Limited 2 Year Limited 2 Year Limited 2 Year Limited 3 Year Limited

Dimensions (L” x W” x H”) 23.5 x 17 x 17.5 25.5 x 21 x 19 33.5 x 26.5 x 27.5 33.5 x 26.5 x 27.5 33.5 x 26.5 x 27.5 33.5 x 26.5 x 27.5 33.5 x 26.5 x 27.5 33.5 x 26.5 x 27.5 48.5 x 30.75 x 38.5 48.5 x 30.75 x 38.5 32.5 x 26 x 29

Product Weight 90.5 101.5 185 185 190 195 200 205 375 400 255

 Series QT02224 QT02516 QT02524 QT02724 QT03016 QT03542 QT03624 QT04524* QT04542* QT04842* QT06024 QT06030 QT07068 QT08046 QT10068* QT13068 QT15068

 Rated Power LP 22 kW 25 kW 25 kW 27 kW 30 kW 35 kW 36 kW 45 kW 45 kW 48 kW 60 kW 60 kW 70 kW 80 kW 100 kW 130 kW 150 kW

 Rated Power NG 22 kW 24 kW 24 kW 25 kW 29 kW 35 kW 35 kW 45 kW 42 kW 45 kW 60 kW 60 kW 68 kW 78 kW 97 kW 130 kW 150 kW

 Amps @ 240V, 1 Ø LP 91.6 104.2 104.2 112.5 120.8 146 150 187.5 187.5 200 250 250 291.6 333.3 416.6 541.6 625

 Amps @ 208V, 3 Ø LP 76 86.8 86.8 94 104.2 121.5 125 156.3 156.3 167 208.4 208.4 243.1 277.9 347.3 451.5 521

 Amps @ 240V, 3 Ø LP1 N/A N/A N/A N/A N/A 105.3 108 135.4 135.4 144 180.6 180.6 210.7 240.8 301 391.3 451.5

 Amps @ 480V, 3 Ø LP N/A N/A N/A N/A N/A 52.6 54 67.7 67.7 72 90.3 90.3 105.3 120.4 150.5 195.6 225.7

 Engine/Alternator RPM 1800/1800 3600/3600 1800/1800 1800/1800 3600/3600 1800/1800 1800/1800 3600/3600 1800/1800 1800/1800 3600/3600 3600/3600 1800/1800 3600/3600 2300/1800 3000/1800 3600/3600

 Engine Size 2.4L 1.6L 2.4L 2.4L 1.6L 4.2L 2.4L 2.4L 4.2L 4.2L 2.4L 3.0L 6.8L 4.6L 6.8L 6.8L 6.8L

 Cylinder Arrangement In-line 4  In-line 4  In-line 4 In-line 4  In-line 4 V-6 In-line 4 In-line 4 V-6 V-6 In-line 4 V-6 V-10 V-8 V-10 V-10 V-10

 Fuel Consumption LPG 120 (3.3) 175 (4.81) 142 (3.91) 149 (4.1) 209 (5.7) 185.5 (5.1) 199 (5.4) 286 (7.86) 240.1 (6.6) 261 (7.2) 332 (9.0) 381.3 (10.48) 411 (11.3) 465 (12.78) 507 (13.9) 719.8 (19.56) 830.6 (22.6)

 Fuel Consumption NG 316 437 375 359 525 485 480 720 630 661 862 960 1020 1154 1260 1786 2061

 Quiet-Test Low Speed Mode Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes Yes

 db(A) at Exercise 61 62 54 61 62 60 58 61 60 60 63 63 61 64 61 65 66

 db(A) at Normal Operating Load 70 74 60 70 75 65 64 73 65 65 71 71 65 74 72 75 79

 Transfer Switch Type Needed RTS RTS RTS RTS RTS RTS RTS RTS RTS RTS RTS RTS HTS HTS HTS HTS HTS

 Enclosure Material Aluminum Steel Aluminum Aluminum Steel Aluminum Aluminum Steel Aluminum Aluminum Steel or Alum Steel or Alum Steel or Alum Steel or Alum Steel or Alum Steel or Alum Steel or Alum

 Enclosure Color Gray Bisque Gray Gray Bisque Bisque Bisque Bisque Gray Gray Tan Tan Tan Tan Tan Tan Tan

 Dimensions (L” x W” x H”) 62.2 x 29 x 33.5 62.2 x 29 x 33.5 62.2 x 29 x 33.5 62.2 x 29 x 33.5 62.2 x 29 x 33.5 77 x 33.5 x 45 77 x 33.5 x 45 77 x 33.5 x 45 77 x 33.5 x 45 77 x 33.5 x 45 89 x 34 x 48 90 x 33.5 x 48** 96.5 x 37 x 48 116 x 37 x 55** 116 x 37 x 55** 116 x 37 x 55** 116 x 37 x 55**

 Generator Weight Steel (lbs.) N/A 875 N/A N/A 935 N/A N/A 1414/14642 N/A N/A 1650 1650 2185 2010 2705/27552 2873 2666

 Generator Weight Aluminum (lbs.) 843 N/A 1276 891 N/A 1683 1683 N/A 1703/17532 1740/17902 1650 1513 2040 1836 2531/25812 2699 2492 

 Product Specifications

All portable specifications and models subject to change. Please consult factory for availability.



Step 1 Step 2 Step 3 Step 4 Step 5
Selection Criteria Transfer Switch           

R-100 Controller = RTS                    
H-100 Controller = HTS

Switch Type 
Normal = N
Service Entrance Rated1 = E
8 cct. Integrated Load Center2 = D      
10 cct. Integrated Load Center2 = F
12 cct. Integrated Load Center2 = H        
14 cct. Integrated Load Center2 = P
16 cct. Integrated Load Center2 = W
16 cct. Priority Load Center,  
Load Shedding3 = S

Amp Rating              
e.g. (200 Amp = 200)

Voltage          
120/240 1ø = A     
120/208 3ø = G      
120/240 3ø = J      
277/480 3ø = K

Enclosure Type4,5   
NEMA 1 = 1
NEMA 3R = 3
NEMA 12 = 4

For Standby  
Generators  
8 - 60 kW

RTS n, e, d, f, h, p, w, s 100, 200, 400 A, G, J, K 1, 3

For Standby  
Generators  
70 - 150 kW

HTS n 100, 150, 200,  
400, 600, 800

A, G, J, K 1, 3, 4

Generac - Life is better with power.
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Product Selection Guide

Step 1 Step 2 Step 3 Step 4 Step 5 Step 6

All 
models 
begin 

with QT

kW Ratings
e.g. (45 kW = 045)

Engine
e.g. (5.4L = 54)

Voltage
120/240 1ø = A     
120/208 3ø = G      
120/240 3ø = J      
277/480 3ø = K

Fuel
Natural Gas = N

Propane Vapor = V
Field Convertable

to LP = *

Enclosure
Steel = S

Aluminum = A

Emission/ 
Catalytic  
Converter

No Catalyst = N
1Catalyst & A/F  

Ratio = Y

22
25
25
27
30
35
36
45
45
48
60
60
70
80
100
130
150

2.4L @ 1800 RPM
1.6L @ 3600 RPM
2.4L @ 1800 RPM
2.4L @ 1800 RPM
1.6L @ 3600 RPM
4.2L @ 1800 RPM
2.4L @ 1800 RPM
2.4L @ 3600 RPM
4.2L @ 1800 RPM
4.2L @ 1800 RPM
2.4L @ 3600 RPM
3.0L @ 3600 RPM
6.8L @ 3600 RPM
4.6L @ 3600 RPM

6.8L @ 2300 RPM Gear Drive
6.8L @ 3000 RPM Gear Drive

6.8L @ 3600 RPM

A,G
A,G
A,G
A,G
A,G

A, G, J, K
A, G, J, K
A, G, J, K
A, G, J, K
A, G, J, K
A, G, J, K
A, G, J, K
A, G, J, K
A, G, J, K
A, G, J, K
A, G, J, K
A, G, J, K

N*
N*
N*
N*
N*
N*
N*
N*
N*
N*

N, V
N, V
N, V
N, V
N, V
N, V
N, V

A
S
A
A
S
A
A
S
A
A

S, A
S, A
S, A
S, A
S, A
S, A
S, A

N/A
N/A
N/A
N/A
N/A
N/A
N/A
N, Y
N, Y
N, Y

N
N
N
N

N, Y
N
N

Q

Q T

0

R 2

T 6

T 0

20

S N 0 G 3

4 K N S N

1 = Catalyst & A/F Ratio may not be available for all models. Contact Your Generac representative for more information.

QT Series generators

transfer switches

1 = 120/240 1ø, NEMA 3R Only	
2 = 100 amp, 120/240 1ø, NEMA 1 Only	

3 = 200 amp, 120/240 1ø, NEMA 3R Only	
4 = HTS 100 - 400 Amp NEMA 1/3R Only 	

5 = HTS 600 - 800 Amp NEMA 12/3R Only

Product Number
(Enter on Order Form)

Model Number  (Enter on Order Form)

sample

sample
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Generac – A Powerful History

A Tradition of Quality and Innovation 

For almost 50 years, Generac Power Systems has led the industry with 

innovative design and superior manufacturing. When it comes to 

developing products that are both durable and reliable, we stand head and 

shoulders above our competition. That’s because our sole focus has been, 

and continues to be, standby power. The result of our efforts can be seen in 

every inch of our product offerings.

Our vertical integration allows us to control the quality, availability and 

flow of materials throughout the manufacturing process. We design and 

build our own air-cooled engines, alternators, control systems, automatic 

transfer switches, enclosures and base tanks (for diesel and Bi-Fuel™ 

models). Our products are fully integrated as complete power systems and 

each genset is factory tested prior to shipment.

Because of our ongoing commitment to quality and innovation, Generac is 

the name that home and business owners have  

come to trust.

Commitment to service

Generac is committed to providing our customers with unsurpassed after-

the-sale service support. Our nationwide dealer network has factory trained 

technicians on staff and maintains large inventories of Generac parts, 

components and accessories.

Our state-of-the-art training center ensures that Generac service 

technicians are always up to date on new product innovations and 

improvements. Technicians receive comprehensive technical training and 

extensive hands-on experience in the installation, repair and maintenance 

of Generac products.

Generac’s commitment to service includes scheduled maintenance 

programs, warranty assistance and emergency service to ensure that 

Generac customers are never left in the dark.
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